


Specifications 
 SABER IP 20x Optical Zoom 
Video Camera  

• Adopts most advanced DSP, 1/2.8 inch 5MP sensor 

• 20x Optical Zoom + 2x Digital Zoom, with 60° FOV  

• 1080p30 video over IP 

• Supports H.264, H.265 encoding; POE 

• Outputs: IP, HDMI, SDI and USB3.0  

• Able to set IP address via OSD menu with the IR 

Remote Controller supplied.  

• Automatic access to the IP address; 

• Special Focusing Algorithm - fast and precise 

performance when camera’s zooming 

• WDR, 3D Noise Reduction feature; 

• Standard IP Visca, Serial Visca, Pelco-P/D control 

protocol; IP Visca over TCP/UDP.  

___________________________________________________ 
Connectivity 

• DC12V/2.0A 

• Power port: HEC3800 

• VISCA In/Out RS232 

• LAN 

• USB3 

• SDI 

• HDMI 
___________________________________________________ 

 
Motorized Pan and Tilt 

• Pan: ± 170°  
• Tilt: 90° (up) -30° (down) 
• Rotation Speed: Pan - 0 - 120°/s, Tilt - 0 - 80°/s 
• 10 camera pre-sets via IR Remote Control 
• Belt drive technology – twin motors for smooth, 

quiet and fast movement  
___________________________________________________ 

Video Format 

• HDMI – 1080p60/50/30/25, 720p60/50/30/25, 
1080i60/50 

• IP - 1920x1080p30 (main stream) 1280x720, 
704x576, 640x480, 352x288 (sub steam) 

• SDI - 1080p60/50/30/25, 720p60/50/30/25, 
1080i60/50 

• USB3.0 - 1080p60/50/30/25, 720p60/50/30/25,  
• USB2.0 – 1024x576p30, 960x540p30, 640x360p30, 

352x288p30  
___________________________________________________ 

Control 

• 10 via IR Remote Control 
• 128 via VISCA Control 
• SB UVC FECC and 8 pin mini DIN 

• VISCA/Pelco D/ Pelco P Protocol via RS232 

• VISCA over IP –TCP/UDP 
___________________________________________________ 

Mount 

• Camera mount for wall and ceiling (optional for 
purchase) 

• Reverse mountable, standard tripod screw on 
bottom of unit  

___________________________________________________ 

System Requirements 

• Windows® 7/ 8/8.1/10 

• Mac OS® X 10.7 or higher 

• Google Chrome book version 29.0.1547.70, platform 

4319.79.0  

___________________________________________________ 

Power Supply 

• Consumption: 12V, 2A 
• Max Consumption: 24W 

___________________________________________________ 

Environmental Data 

• Working temperature: -5 - 45°C 

• Storage temperature: -20 - 60°C � 
___________________________________________________ 

Dimensions 

• Package Dimensions: 310 x 265 x280 mm 
• Net Weight: 1.47kg 

___________________________________________________ 

Package Contents 

• 1x Camera 

• 1x Power Adapter 

• 1x Power Cable 

• 1x RS232 Control Cable 

• 1x USB3.0 Cable 

• 1x Remote Controller 

• 1x User Manual 

• 1x Double-sided Adhesive 

___________________________________________________ 

Warranty 

• Camera: 3 Years  
• Straight Swap: Faulty unit to be replaced with brand 

new unit if a fault happens in the first 3 months! 
___________________________________________________ 

Compatible Applications 

• ZOOM, Adobe Connect, BlueJeans, CyberLink U 
Meeting®, Cisco WebEx®, Google Hangout, 
GoToMeeting, Intel® UniteTM, Microsoft® LyncTM, 
SkypeTM, Skype for Business, V-Cube, vMix, 
WebRTC, Wirecast, XSplit  

 

 
 
 

https://www.angekis.com/products/saber-ip-20x-full-hd-usb-3.0-ptz-camera.html



